
Suzuki DT90 & DT100 OUTBOARD MOTOR 

SUZUKI 
DT90 AND DT100 

CONDENSED SERVICE DATA 

NOTE: Metric fasteners nre used throughout outboard motor. 

TUNE-UP 
HpTpm : 

DT90 .... . ........ .... . . .. . . ....... 90, 5000-5tiOO 
DT1(lO . . . . .. .. . ............. ..... .. 100/5000-5000 

Bore .. . . .. . ... . .. .. .. . . . . .... . . ... .. ... . .. 84 m m 
n.3 1 in ,) 

St roke .. ....... . .. . 0 0 •••• •• 0 , ••• • • , ••••••• 64 mm 
(2.52 in .) 

Numbe r of C ylin de r ~; . ... ..... . . . 0 •• • • 0 • ••••••• • • • 4 
Displace ment .. .... . ..... ..... . 0 •••• •••• • •• 1419 cc 

(Sti.(-; cu . in .) 

Spark Plug ...... . .. 00 •• • •• , •• • • •• • • NGK 8RSIIS-1O 
Elec trode Gap ... .... 0 • • •• ••• • • , • •• • •• • 0.9- 1.0 mm 

(0.035-0,0:39 in .) 
Ignition Type . ...... . ..... . ... 0 •• • • Suzuki Microlink 
Carbureto r Ma ke . . ..... . . .... . 0 • ••••• • • • ••• Mikuni 

SIZES-CLEARANCES 
Piston Hing End Gap: 

Standard ... . . . ... . .. , 0 • 0 • • o .. . ... . . 0.20-0.40 mm 
(0.008-0,016 in .) 

Wear Limit .... ,. , ... .. .... . .. . ......... 0.80 nun 
(0.031 in .) 

Sta ndard Pisto n Diameter . . 0 ••••••• 83.865-8:3.880 mm 
(:3.:30 18-:3.:3024 in.) 

Standa rd C.ylinde r Diameter .... . . . . H·I.OOO-84.015 mm 
(:1.:3071-3.:3077 in .) 

Piston-to-Cylind er Cleara nce: 
Sta ndard . . .. . . .. . . . . ....... 0 •• •• ••• 0. 12·0, 15 mm 

(O.U05-0.006 in .) 
Wear Limit .. , .. . 0 0 •• • • 0 • • , • 0 • •• • • •••• •• 0.22 mm 

(0.0087 in .) 
Piston Pin Diameter: 

Standard . ........ . . . . 0 • •• • 0 •• • • 19.995-20.000 mm 
(0.7872-0.7874 in .) 

\Vear Limit .... .... .. .. .... 0 • •• •••• ••• W.980 mm 
(0.7866 in .) 

Piston Pin Bore Diameter: 
Sta ndard .. . . . ... .... .... 0 • • •• • • 20.002-20.010 mm 

(0.7875-0.787H in .) 
Wear Limit ... ....... ... . , . ... ...... . . 20.030 mm 

(0.7886 in .) 
~ t a x . Allowable Cra nkshaft RunolJt a t 

Ma in Beari ng J ournal . . ...... . .. ...... .. . 0.05 mm 
(0.002 in ,) 

Max. Allowable Connecting Hod Sma ll 
End Side Sha ke ................ ... .... ... 5.0 mm 

(0.20 in .) 

TIGHTENING TORQUES 
Cylinder Head CO\'er: .... . .. ..... ...... ... . 8- 12 Nom 

(71-106 in .-lbs. ) 
Cylinder IIead .. .... . ..... . .. . 0 • ••• • ••••• 28-32 N'm 

(21 -24 ft. -lI)s.) 
Cylinde rs . .. , . .... .... . ' 0' . • • , • • • • . .. . •• 4fj ·54 N'm 

(34-40 ft.-lbs.) 
Exhaust Cover ...... . , . . . . . . .. .. . . ....... . 8-12 N'm 

(71-lOti in .-Ibs.) 
Flyw heel Nut ... . .. .. . . . .... , . .. .... .. 250-260 Nom 

(184 ·1 92 fL-lbs.) 
Gearcase Pinion J'\ Ul. ..... ... . .. . .. ...... 80-100 N'm 

(!'j9-7:3 ft. -Ibs.) 
Propeller Sha fl Nut .. . ....... . . . . . . ... . . . 50-62 N'm 

(:37-45 ft. -Ibs. ) 
Wate r Pump Housing . ... . . 0 • •• ••• • • •• • • • • 15-20 I'm 

(11 -14 ft. -Ibs.) 

Standa rd Screws: 
UnJnarked o r Marked "4" 
:) mm .. . . . ... .. ... . ...... .. .. . . .... .... 2-4 Nom 

(18·:35 in .-Ibs.) 
6 mm .. . . . . . .... .... . .. , .. . . . .. . . .. ... . . 4-7 N' m 

(:35-62 ill . -I bs.) 
H mm .. . . .. . . .. . . .... . . . , . ... .. . . . ... . 10-W N'm 

(88- 141 in .-Ibs.) 
10 mm .. . .. , .. ...... . . ... , ............ 22 -35 N'm 

(1 6-25 ft. -1bs. ) 

Sta inless Steel 
5 mm .. .... . , . . . ... . . , .... , ... 0 •••• •••• 2-4 N'm 

(1 8-35 in .-Ibs.) 
6 mm . .... ........ . ... , ... . 0 •• •• •• • •• • • 6-10 N'm 

(i):3-88 in .-Ibs.) 
8 mm . . .. . .. . ........... . . .. ......... . 15-20 N'm 

(11 -14 ft. -Ibs. ) 
10 mm . . ... . , . . . . . 0 • • •• •• •• , •• •••••••• :34-4 1 N'm 

(25-30 ft.-Ibs.) 
Marked "7": 
[) mm . .... . . . . _ .. . . .. .. . ' . . .. . 0 •• • •• ••• 3-6 I 'm 

(2ti-5:3 in .-Ibs.) 
6 mm .. . .. . . . . .. .... . . . .. 0 .· .. ' " .. . .. . 8- 12 N'm 

(71-106 in .-Ibs.) 
8 mm . ... ... . ...... . . . 0 •• • •• , • • • •• ••• • 18-20 N'm 

(13-14 ft .- Ibs.) 
10 mill .. .. . .... ....... .. .. .. ... . ...... 40-60 N'm 

(29-'l4 ft .- Ibs.) 

LUBRICATION 

The power head is lubricate d by oil 
mixed with the fu el. All models are 
equ ipped wit h oil iI\j ect io n . The recom
mended oil is Suzuki Out board Motor Oil 
or a suitable equivalent NMMA certified 

TC-W Jl e ngine oil. The recomme nded 
fuel is unleaded gasoline with a mini 
mum pump octa ne rating of 85. 

e nsure adequate engi ne lubJicat ion . Af
te r break-in period , switch to straight 
gasoline in t.he fu e l ta nk . 

During break-in (first five hours of op
eration) , a 50: 1 fu el and oil mixture 
should be used ill the fuel t.ank in com
bination with the o il iI\jectio n system to 

The lowe r unit gears and bea rings a re 
lu b rica ted by oil contained in the gea r
case. The recomme nded oil i ~ Suzuki 
Out board Motor Gear Oil or a good qual-
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